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* Will �t Pedestal Guards with up to 
466mm (18.35”)  centre to centre spacing 
but no drilling guides provided.

SPH-3i
SPH-4i

140/5.5

140/5.5

118/4.65

118/4.65

368/14.5

498/19.6

390/15.35

520/20.5

181/7.1

187/7.4

432/17

562/22.1

180/7.1 90/3.5 99/3.9 100/4 103/4.1 317/12.5

246/9.7 85/3.35 99/3.9 100/4 103/4.1 406/16

SPH-8
SPH-12 332.5/13 227/9 354.5/14 244.5/9.5 392/15.5 286/11.3

267/10.5 167/6.6 289/11.4 190/7.5 324/12.75 228/8.97 128.5/5 152.8/6

170/6.7 109/4.3 145/5.7 165/6.5205/8.1

134/5.3 170/6.7 N/A 203/8

280/11

7°

M

J (12”)* / K (9.5”)

Pedestal Guard 
shown has 12” 
centres.

*For SPH-8  J=8” centres
       For SPH-12  J=11” centres

7°

M

J (12”)* / K (9.5”)

Pedestal Guard 
shown has 12” 
centres.

*For SPH-8  J=8” centres
       For SPH-12  J=11” centres

60
m

m
 (2

.3
”)

SP
H

-8
/1

2 
- 3

6 
(1

.4
”)

M
mm / inches

175/6.9”

175/6.9”

175/6.9”

175/6.9”

175/6.9”

175/6.9”

167/6.6”

167/6.6”

Max cut-out 
area

E

Center 
section 
pro�le

A
mm / inches

B
mm / inches

C
mm / inches

D
mm / inches

E
mm / inches

F
mm / inches

H
mm / inches

I
mm / inches

J
mm / inches

K
mm / inches

SPH-2i
SPH-4i X X 515/20.3 121/4.8 563/22.2 185/7.3 72/2.8

X X 295/11.6 121/4.8 350/13.8 185/7.3 72/2.8

A

B

C

D

OLD REVISION
G

H

M

E

F

A

B
DMax cut-out 

area

200
132

C

ø J

ø85mm (3.3”) PCD
[ø62.5mm (2.45”)]

4x ø5mm

ø50mm (2.0”)
[ø44 (1.73”)]

95mm (3.7”)
[67.5mm (1.73”)]

Base Footprint
(SPD-7/7S dimensions in square 

brackets)

ø100mm (3.9”)
[(ø81mm (3.2”)]

45°

K

36
m

m
 (1

.4
”)

SP
D

15
D

 - 
60

(2
.3

”)

Deck Pod

Deck Base Height 
(SPD-7/7S dimensions 
in square brackets)

I

A
mm / inches

B
mm / inches

C
mm / inches

D
mm / inches

E
mm / inches

F
mm / inches

G
mm / inches

H
mm / inches

150/5.9 111/4.4

182/6.5 104/4.1

199/7.8

314/12.3 185/7.3

I
mm / inches

336/13.2 207/8.14 374/14.7 243/9.56

351/13.8 228/9.0 373/14.7 246/9.7 409/16.1 287/11.3

423/16.7 333/13.1 424/16.7 349/13.7 482/19.0 396/15.6

104/4.1

J
mm / inches

K
mm / inches

332.5/13 227/8.9 354.5/14 244.5/9.6 392/15.5 286/11.3

267/10.5 167/6.6 289/11.4 190/7.5 324/12.75 228/8.97

128.5/5.0

170/6.7 109/4.3

134/5.3

218/8.5 140.5/5.5 240/9.4 159/6.25 275/10.8 196/7.7

111/4.3 108/4.25

SPD-12-W

SPD-8-W
SPD-7-W

SPD-15D-W
SPD-13-W

SPD-9-W

SPD-7S-W

SPD-12-W

SPD-8-W
SPD-7-W

SPD-15D-W
SPD-13-W

SPD-9-W

SPD-7S-W

218/8.5 140.5/5.5 240/9.4 159/6.25 275/10.8 196/7.7

404/15.9

490/19.3

367/14.4

310/12.2

369/14.5

253/10.0

253/10.0109/4.3 78/3.1

407/17.3

448/19.1

535/21.1

346/13.6

428/16.0

295/11.6

295/11.6

167/6.6

167/6.6

175/6.9

167/6.6

167/6.6

144/5.7

101/4.0

Maximum 
cut-out area

Maximum 
usable face

Overall
dimensions

M
mm / inches

145/5.7

146/5.7

152.8/6.0

136/5.35

87/3.43

145/5.7

145/5.7

SPD-4Xi-W

SPD-4Xi-W

255/10.0 160/6.3 565/22.25 192/7.5140/5.5230/ 9.1

159/6.25 577/22.7 271.5/10.7 205/8.080/3.1271/10.7

SPD-4Xi

45°

144mm  (5.7”)
202mm  (8.0”)

30
2m

m
  (

11
.9

”)

56
6m

m
  (

22
.3

”)

ø85mm (3.3”) PCD

4x ø5mm

ø50mm (2.0”)

Base Footprint

ø100mm (3.9”)

Max cut-out 
area

ø617mm  (2
4.3”)

13
3m

m
  (

5.
2”

)

230mm  (9.1”)

122mm  (4.8”)

13
5m

m
  (

5.
3”

)

250mm  (9.8”)

15
8m

m
  (

6.
2”

)

102mm  (4.0”)

12
0m

m
  (

4.
7”

)

Diagram for representative purposes only

Dimensions true to face to be cut

SPH-4Xi

Max cut-out 
area

14
0.

5m
m

  (
5.

5”
)

230mm  (9.1”)

122mm  (4.8”)

13
5m

m
  (

5.
3”

)

250mm  (9.8”)

15
8m

m
  (

6.
2”

)

102mm  (4.0”)

12
0m

m
  (

4.
7”

)

Dimensions true to face to be cut

* Will �t Pedestal 
Guards with up to 
16.0” (406.4mm)  

centre to centre spacing 
but no drilling guides 

provided.
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r12.7mm (0.5”)

For Simrad NSS7, self-tapping screws must be used 
instead of through-bolts to mount display to pod front.
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Rail can be at any angle
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For further 7” pod dimensions please 
refer to the Scanpod Deck pod 
Technical drawings.
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refer to the Scanpod
Technical Drawings
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When Arm Clamp set at angle
Pod can be rotated to suit.
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for angled rails
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For further 7” pod dimensions please 
refer to the Scanpod Deck pod 
Technical drawings.
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